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APPLICANT . Shenzhen Smart Team Technology Ltd

Xutai Industrial Zone, Long Wo Road, Long Tian Village, Keng Zi
Town, Longgang District, Shenzhen, Guangdong, China

REPORT ON THE SUBMITTED SAMPLE SAID TO BE

SAMPLE NAME . Solar Charging Panel

TYPE /MODEL . PSP2013

MANUFACTURER . Shenzhen Smart Team Technology Ltd
TEST REPORT NUMBER : 201307704R

SAMPLE RECEIVED DATE  : Jul. 06, 2013

TESTING PERIOD :Jul. 06, 2013 to Jul. 10, 2013
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TEST REQUESTED: TO COMBINE THE TEST RESULT FOR THE SUBMITTED SAMPLE
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CONCLUSION:
TESTED SAMPES STANDARD RESULT
SUBMITTED SAMPLE EUROPEAN DIRECTIVE 2011/65/EU PASS

ON THE RESTRICTION OF THE USE OF
CERTAIN HAZARDOUS SUBSTANCES
(RoHS Directive)

TRk *FOR FURTHER DETAILS, PLEASE REFER TO THE FOLLOWING PAGE(S)****#*#ttrkrrx

Signed for and on behalf of ANBOTEK COMPLIANCE LABORATORY LIMITED

| ~ :
Written by ﬁéMﬁ_Eﬂﬂ Inspected by ; .:.?-f"'f"j :Z—c:zm
‘f
Approved *:Zgl/:lﬁ W

Jeff Zhu / Manager i

This Test Report is issued by the Company subject to its General Conditions of Service printed overleaf. Attention is drawn to the limitations
of liability, indemnification and jurisdictional issues defined therein. The results shown in this report refer only to the sample(s) tested unless
otherwise stated. This Test Report cannot be reproduced, except in full, without prior written permission of the company.

Shenzhen Anbotek Compliance Laboratory Limited

Address: 1/F., Building 1, SEC Industrial Park, No. 0409 Qianhai Road, Nanshan District, Shenzhen, Guangdong, China
Tel: (86) 755-26066544 Fax: (86)755-26014772  Email: service@anbotek.com  Http: //www.anbotek.com.cn



Anbotek

Product Safety

ROHS Test Report  No. 201307704R Date: Jul. 10, 2013 Page2 of 7

Testing method:

Testing Item Measuring method | Instrument Report Limit
Cadmium (Cd) EN 1122B ICP-AES 2 mg/kg
Lead (Pb) EPA 3050B ICP-AES 2 mg/kg
Mercury (Hg) EPA 3052 ICP-AES 2 mg/kg
Chromium(VI) [Cr(VD)] EPA 3060A UV-VIS 2 mg/kg
Polybrominated Biphenyl (PBB) 83/264/EEC GC/MS 5 mg/kg
Polybrominated Diphenylether (PBDE) 83/264/EEC GC/MS 5 mg/kg

Method detection Limits:

Test Item Unit Acceptable Limit
Cadmium (Cd) ppm 100
Lead (Pb) ppm 1000
Mercury (Hg) ppm 1000
Chromium(V1) [Cr(VD)] ppm 1000
Polybrominated Biphenyl (PBB) ppm 1000
Polybrominated Diphenylether (PBDE) | ppm 1000
Test flow:
1. To Determine lead Content:
The sample is digested in the
Weigh the sample > Add the digestion solution, microwave oven following a specific
into a vessel. close the microwave vessel decomposition program
Cooling the vessel, filter; washed and
Report |«—| Tested by ICP-OF 7| filled to the mark with distilled water

2. To Determine Cadmium Content:

Weigh the Added the acid digestion solution Cool down, Hydrogen peroxide is

A 4

sample into a and heated until the decomposed

A\ 4

added. The sample is heated once
flask. solution turns pale yellow. again until white fumes are generated.

\ 4

Filter; washed and filled to the

Report |\«— Tested by ICP-OE [ 4 with distilled water.
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3. To Determine Mercury Content:

No.

201307704R

Date: Jul. 10, 2013
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Weigh the sample
into a vessel.

Add the digestion solution,
close the microwave vessel

The sample is digested in the
microwave oven following a specific
decomposition program

Report

Tested by CV-AAS.

Cooling the vessel, filter; washed and
filled to the mark with distilled water

4. To Determine Hexavalent Chromium Content:

Weigh the sample;

Stir while heating the

Gradually cool each

Filter; washed and

add the digestion »| samples continuously —{ solution to room filled to the mark with

solution. to 90-95°C temperature distilled water.

Report |« Transfer a portion of the solution to absorption Add the diphenylcarbazide solution
cell, measure the absorbance with UV-VIS. and adjust the pH to acidic.

5. To Determine Hexavalent Chromium Content in metals:

spot-test:

For a metal plate sample,

place 1-5 drops of test
solution on the sample

If the test result is positive for
the sample, the sample is
considered to have a hexavalent
chromium coating

If the test result is negative,
Some testing steps are carried

\4

out to confirm that the result is
negative or positive.

'

When ever the analyst is not certain about the spot-test result obtained,
the boiling-water-extraction procedure shall be used to verify the result.

6. To Determine PBBs / PBDEs Content:

Add 100mg +/- 10mg of the
sample into the extraction

) 4

Add appropriate surrogate and,
matrix spiking standards.

Add extraction to flask; extract

\4

for appropriate hours.

thimbles.

Report

-«

Tested by GC-MS.

<+—

A 4

Collect extract, filled to the
mark with solvent.
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Test Results
Item Unit MDL No. No. No. No. No.
Lead Content (Pb) ppm 2 N.D. N.D. N.D. N.D. N.D.
Cadmium (Cd) ppm 2 N.D N.D. N.D. N.D. N.D.
Mercury Content(Hg) ppm 2 N.D. N.D. N.D. N.D. N.D.
Hexavalent Chromium Content [Cr(VI)] | ppm 2 N.D. Negative| Negative| N.D. N.D.
Flame Retardants
Polybrominated biphenyis (PBBS) ppm 5 N.D N.A. N.A. N.D. N.D.
Polybrominated Diphenylethers(PBDEs)| ppm 5 N.D. N.A. N.A. N.D. N.D.
Item Unit MDL No. No. No. No. No.
3 4-1 4-2 5 6
Lead Content (Pb) ppm 2 N.D. N.D. N.D. N.D. | 3537%
Cadmium (Cd) ppm 2 N.D. N.D. N.D. N.D. N.D.
Mercury Content(Hg) ppm 2 N.D. N.D. N.D. N.D. N.D.
Hexavalent Chromium Content [Cr(VI)] | ppm 2 N.D. N.D. Negative| N.D. N.D.
Flame Retardants
Polybrominated biphenyis (PBBS) ppm 5 N.D N.D. N.A. N.D. N.D.
Polybrominated Diphenylethers(PBDES)| ppm 5 N.D. N.D. N.A. N.D. N.D.
Item Unit MDL No. No. No.
7 8 9
Lead Content (Pb) ppm 2 5 N.D. N.D.
Cadmium (Cd) ppm 2 N.D. N.D. N.D.
Mercury Content(Hg) ppm 2 N.D N.D. N.D.
Hexavalent Chromium Content [Cr(VI])] | ppm 2 N.D. N.D. N.D.
Flame Retardants
Polybrominated biphenyis (PBBs) ppm 5 N.D N.D. N.D.
Polybrominated Diphenylethers(PBDES)| ppm 5 N.D. N.D. N.D.
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NOTE: (1) ppm=mg/kg.
(2) N.D.= NOT DETECTED (<MDL)
(3) N.A.= NOT APPLICABLE
(4) Negative = Abence of CrVI coating

DISCLAIM: Anbotek take no responsibility for any mistakes caused by inaccurate and /or invalid
information submitted by the applicant.

Remark<1>: According to the declaration from the client, Lead (Pb) in specimen 6 is exempted by EU
RoHS Directive 2011/65/EU based on: Electrical and electronic components containing lead in a glass or
ceramic other than dielectric ceramic in capacitors, e.g. piezoelectronic devices, or in a glass or ceramic
matrix compound.
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SAMPLE APPEARANCE DESCRIPTION

No. 201307704R

Item No.
1

11

1-2
1-3
2

2-1

Part Name
USB

PBT(WHITE PLASTIC

CORE)

SPCC

FILM

KEYPAD LIGHT
CHIP

BODY

WIRE

SOP28L
BODY
METAL

SOT-23
CHIP RESISTANCE
CPFCP(SY)

POLYCARBONATE
FR-4 ENTEK
COATING(OSP)

Description

Light blue plastic

Silver-grey metal

Silvery and silver-grey film
Transparent glue and chip
Body(excluding the
transparent glue and chip)
Red/white/black wire
skin(mix testing)

Black body

Silvery metal

Black body w/ white printing
& silvery metal pin

Chip resistance

Copper clad brown laminate
w/ green printing
Transparent polycarbonate

PCB(mixed)

K*kkkk End Of Report *kkkk
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Test Report No.

SGS CANEC1213118512

SGS CANEC1213118509
SGS CANEC1213118515
SGS CE/2012/70633A
SGS CE/2012/70633A

SGS CE/2012/70633A

PONY H03213044404D

SGS SHAEC1206020003
SGS SHAEC1206020003
SGS SHAEC1206020003

SGS CANEC1306648301
SGS CANEC1302632204
SGS CANEC1206972101
SGS KA/2011/C1964

CTI RLSZC000481700013-A
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APPENDIX A
Photograph of Sample

Companion to Solar Charger

EXTRA Sodar Panal
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