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TEST REPORT 

 

Test Report No.: LCSA10084036E October 25, 2024 
Date of issue 

 

 
 

Test Result Positive 
 
The test report merely corresponds to the test sample. 
It is not permitted to copy extracts of these test result without the written permission of the test laboratory. 
  

Test Model ............................. : 2318 
EUT ........................................ : ‘iONIC’ Hair Brush 

Applicant ................................ : Smart Team Holdings Limited 
Address .................................. : Flat E, 6/F., China Fen Hin Building, 5 Cheung Yue Street, 

Cheung Sha Wan, Kowloon, Hong Kong. 
Telephone .............................. : / 
Fax ......................................... : / 

Manufacturer .......................... : ShenZhen XinJunMeng Energy Technology Co. Ltd. 
Address .................................. : 201, Building B2b,Yingzhan Science and Technology 

Park, Longtian Subdistrict, Pingshan District, Shenzhen 
City 

Telephone .............................. : / 
Fax ......................................... : / 

Factory .................................... : ShenZhen XinJunMeng Energy Technology Co. Ltd. 
Address .................................. : 201, Building B2b,Yingzhan Science and Technology 

Park, Longtian Subdistrict, Pingshan District, Shenzhen 
City 

Telephone .............................. : / 
Fax ......................................... : / 
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1. TEST STANDARDS 
The tests were performed according to following standards: 
EN IEC 55014-1:2021: Electromagnetic compatibility - Requirements for household appliances, electric tools 
and similar apparatus - Part 1: Emission 
EN IEC 55014-2:2021: Electromagnetic compatibility - Requirements for household appliances, electric tools 
and similar apparatus - Part 2: Immunity - Product family standard 
EN IEC 61000-3-2:2019/A1:2021: Electromagnetic compatibility (EMC) -- Part 3-2: Limits - Limits for harmonic 
current emissions (equipment input current up to and including 16A per phase) 
EN 61000-3-3:2013/A2:2021: Electromagnetic compatibility (EMC) -- Part 3-3: Limits - Limitation of voltage 
changes, voltage fluctuations and flicker in public low-voltage supply systems, for equipment with rated current 
≤ 16A per phase and not subject to conditional connection 
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2. SUMMARY OF STANDARDS AND RESULTS 
2.1 Description of Standards and Results 
The EUT have been tested according to the applicable standards as referenced below. 

Description of Test Item Standard Limits Result 
Disturbance voltage from AC 
mains port EN IEC 55014-1:2021 Table 5 Pass 

Radiated disturbance (30MHz-
1GHz) EN IEC 55014-1:2021 Table 9 Pass 

Harmonic current emission EN IEC 61000-3-2:2019/A1:2021 Class A N/A 
Voltage fluctuations and flicker EN 61000-3-3:2013/A2:2021 Clause 4 Pass 
Electrostatic discharge EN IEC 55014-2:2021 Clause 7.2 Pass 
Fast transients for AC power 
ports EN IEC 55014-2:2021 Clause 7.2 Pass 

Surges for AC power ports EN IEC 55014-2:2021 Clause 7.2 Pass 
Injected currents for AC power 
ports EN IEC 55014-2:2021 Clause 7.2 Pass 

Voltage dips EN IEC 55014-2:2021 Clause 7.2 Pass 
N/A is an abbreviation for Not Applicable. 
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2.2 Description of Test Modes 
No Title Description 

TM1 Charging+Working (DC 5V From USB Host Unit) Record 
TM2 Working(DC 3.7V From battery) Record 

2.3 Description of Performance Criteria 
Performance Criteria 
 
Performance criterion A 
The apparatus shall continue to operate as intended during the test. 
No degradation of performance or loss of function is allowed below a performance level 
(or permissible loss of performance) specified by the manufacturer, when the apparatus is used 
as intended. If the minimum performance level or the permissible performance loss is not 
specified by the manufacturer, then either of these may be derived from the product description 
and documentation, and from what the user may reasonably expect from the apparatus if used 
as intended. 
Performance criterion B 
The apparatus shall continue to operate as intended after the test. 
No degradation of performance or loss of function is allowed below a performance level 
(or permissible loss of performance) specified by the manufacturer, when the apparatus is used 
as intended. During the test, degradation of performance is allowed, however no change of 
actual operating state or stored data is allowed to persist after the test. If the minimum 
performance level or the permissible performance loss is not specified by the manufacturer, 
then either of these may be derived from the product description and documentation, and from 
what the user may reasonably expect from the apparatus if used as intended. 
 
Performance criterion B/C 
B: The apparatus shall continue to operate as intended after the test. 
No degradation of performance or loss of function is allowed below a performance level 
(or permissible loss of performance) specified by the manufacturer, when the apparatus is used 
as intended. During the test, degradation of performance is allowed, however no change of 
actual operating state or stored data is allowed to persist after the test. If the minimum 
performance level or the permissible performance loss is not specified by the manufacturer, 
then either of these may be derived from the product description and documentation, and from 
what the user may reasonably expect from the apparatus if used as intended. 
C: Temporary loss of function is allowed, provided the function is selfrecoverable or can be restored by the 
operation of the controls, or by any operation specified in the instructions for use. 
Performance criterion C may be applied to toys not using score or data entered by the user. 
Performance criterion C 
Temporary loss of function is allowed, provided the function is selfrecoverable or can be restored by the 
operation of the controls, or by any operation specified in the instructions for use. 
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3. GENERAL INFORMATION 
3.1 Description of Device (EUT) 

EUT : ‘iONIC’ Hair Brush 
Test Model : 2318 

Power Supply : 
Input: DC 5V  
Battery: DC 3.7V 

Highest Internal Frequency : F≤108MHz 

3.2 Support equipment List 
Manufacturer Description Model Serial Number Certificate 

Xiaomi 
Communication 
Technology Co., 

LTD 

Power adapter MDY-12-EF TA62305N201981
G / 

3.3 Description of Test Facility 
The data and results referenced in this document are true and accurate. The reader is cautioned that 
there may be errors within the calibration limits of the equipment and facilities. The measurement 
uncertainty was calculated for all measurements listed in this test report acc. To CISPR 16 – 4 
“Specification for radio disturbance and immunity measuring apparatus and methods – Part 4: 
Uncertainty in EMC Measurements” and is documented in the LCS quality system acc. To DIN EN 
ISO/IEC 17025. Furthermore, component and process variability of devices similar to that tested may 
result in additional deviation. The manufacturer has the sole responsibility of continued compliance of 
the device. 
 
NVLAP Accreditation Code is 600167-0. 
FCC Designation Number is CN5024. 
CAB identifier is CN0071. 
CNAS Registration Number is L4595. 

3.4 Measurement Uncertainty 
Test Item Measurement Uncertainty 
Conducted Emission (9kHz to 150kHz) ± 2.63 dB 
Conducted Emission (150kHz to 30MHz) ± 2.35 dB 
Radiated Emission (30MHz to 1000MHz) ± 3.48 dB 
Voltage Fluctuations & Flicker ± 0.510% 
Note: This uncertainty represents an expanded uncertainty expressed at approximately the 95% 
confidence level using a coverage factor of k=2. 
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4. MEASURING DEVICES AND TEST EQUIPMENT 
Conducted emissions from AC mains power ports (150kHz-30MHz) 

Equipment Manufacturer Model No Serial No. Due Date 
EMI Test Software Farad EZ / / 

Artificial Mains R&S ENV216 101288 2025-06-05 
Pulse Limiter R&S ESH3-Z2 102750-NB 2025-06-05 

EMI Test Receiver R&S ESR3 102312 2025-03-01 
 

Radiated emissions (30MHz-1GHz) 
Equipment Manufacturer Model No Serial No. Due Date 

EMI Test Software Farad EZ / / 
EMI Test Software AUDIX E3 / / 

By-log Antenna SCHWARZBECK VULB9163 01143 2027-07-19 
Horn Antenna SCHWARZBECK 3115 EABF-018 2027-07-19 

EMI Test Receiver R&S ESR3 102311 2025-06-05 
Broadband 
Preamplifier / BP-01M18G P190501 2025-06-05 

EMI Test Receiver R&S ESCI7 101173 2025-10-07 
By-log Antenna SchwarzZBECK VULB9163 01565 2027-07-12 

 

Voltage fluctuations and flicker 
Equipment Manufacturer Model No Serial No. Due Date 

HARMONICS&FLIC
KER 

MEASUREMENT 
SYSTEM 

EVERFINE  HFM-3000 P630850CD1411
116 2025-03-01 

HARMONICS&FLIC
KER TESTING 

POWER SOURCE 
EVERFINE  HFS-4000 P624486CD1411

1124 2025-03-01 

 

Electrostatic discharges 
Equipment Manufacturer Model No Serial No. Due Date 
ESD Simulator SCHLODER SESD 230 604035 2025-07-14 

 

Electrical fast transients / burst for AC mains power ports 
Equipment Manufacturer Model No Serial No. Due Date 

Immunity Simulative 
Generator EM TEST UCS500-M4 0101-34 2025-06-05 
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Surges for AC mains power ports 
Equipment Manufacturer Model No Serial No. Due Date 

Immunity Simulative 
Generator EM TEST UCS500-M4 0101-34 2025-06-05 

 

Continuous induced RF disturbances for AC mains power ports (150kHz-80MHz) 
Equipment Manufacturer Model No Serial No. Due Date 

Simulator FRANKONIA CIT-10/75 A126A1195 2025-06-05 
CDN FRANKONIA CDN-M2+M3 A2210177 2025-06-05 

6dB Attenuator FRANKONIA DAM25W 1172040 2025-06-05 
 

Voltage dips and interruptions 
Equipment Manufacturer Model No Serial No. Due Date 

Voltage dips and up 
generator 3CTEST VDG-1105G EC0171014 2025-06-05 
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5. EMISSION TEST RESULTS (EMI) 
5.1 Disturbance voltage from AC mains port 

Test Requirement: Table 5 
Test Limit: Frequency range Mains ports 

Disturbance voltage 
MHz Quasi-peak 

dBμV 
Average 
dBμV 

Decreasing linearly with the logarithm of the 
frequency from: 

0,15 to 0,50 

66 to 56 59 to 46 
0,50 to 5 56 46 
5 to 30 60 50 
The lower limit applies at the transition frequencies. 
The test report shall state which test method was used and which limits were 
applied. 

Test Method: CISPR 16-2-1:2014/AMD1:2017 
Procedure: An initial pre-scan was performed with peak detector.Quasi-Peak or Average 

measurement were performed at the frequencies with maximized peak emission 
were detected. 
Remark: Level= Read Level+ Cable Loss+ LISN Factor[ 

5.1.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 22.5 °C Humidity: 53.7 % 
Pre test mode: TM1 
Final test mode: TM1 

5.1.2 Test Setup Diagram: 
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5.1.3 Test Data: 
TM1 / Line: Line 
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TM1 / Line: Neutral 

 

***Note: 1) Pre-scan all modes and recorded the worst case results in this report. 
2) Margin= Reading level + Correct factor–Limit 
Correct Factor=Lisn Factor+Cable Factor+Insertion loss of Pulse Limitter  
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5.2 Radiated disturbance (30MHz-1GHz) 
Test Requirement: Table 9 
Test Limit: Frequency range  

(MHz) 
Limits at 10m 
Quasi-peak 
(dBuV/m) 

Limits at 3m 
Quasi-peak 
(dBuV/m) 

30 to 230 30 40 
230 to 1 000 37 47 
The lower limit is applies at the transition frequency. 

Test Method: CISPR 16-2-3:2016/AMD1:2019 
Procedure: An initial pre-scan was performed in the chamber using the spectrum analyser in 

peak detection mode. Quasi-peak measurements were conducted based on the 
peak sweep graph. The EUT was measured by BiConiLog antenna with 2 
orthogonal polarities. 
Level=Read Level + Antenna Factor + Cable Loss - Preamp Factor 

5.2.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 22.3 °C Humidity: 53 % 
Pre test mode: TM1, TM2 
Final test mode: TM1, TM2 

5.2.2 Test Setup Diagram: 
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5.2.3 Test Data: 
TM1 / Polarization: Horizontal 
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TM1 / Polarization: Vertical 
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TM2 / Polarization: Horizontal 
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TM2 / Polarization: Vertical 

 

Note:1).Pre-Scan all mode, Thus record worse case mode result in this report. 
2) Margin= Reading level + Correct factor – Limit 
Correct Factor=Antenna Factor+Cable Factor- Pre-amplifier Factor 
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5.3 Harmonic current emission 
Test Requirement: Class A 
Test Limit: Not specified 
Test Method: EN IEC 61000-3-2:2019/A1:2021 

5.3.1 Conclusion: 
Refer to EN IEC 61000-3-2 clause 7.1:  
"For the following categories of equipment, limits are not specified in this document:  
– lighting equipment with a rated power less than but not equal to 5 W;  
– equipment with a rated power of 75 W or less, other than lighting equipment;"  
Since the rated power of the EUT is less than above described, it is deemed to comply with the requirement. 
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5.4 Voltage fluctuations and flicker 
Test Requirement: Clause 4 
Test Limit: Clause 5 
Test Method: EN 61000-3-3:2013/A2:2021 

5.4.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 25 °C Humidity: 55 % 
Pre test mode: TM1 
Final test mode: TM1 

5.4.2 Test Setup Diagram: 
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5.4.3 Test Data: 
TM1 
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6. IMMUNITY TEST RESULTS (EMS) 
6.1 Electrostatic discharge 

Test Requirement: Clause 7.2 
Test Method: EN 61000-4-2:2009 
Procedure: Discharge Impedance: 330 Ω / 150 pF 

Discharge Voltage: Air Discharge: 8 kV; Contact Discharge:4 kV; VCP/HCP: 4 kV. 
Polarity: Positive & Negative 
Number of Discharge: Minimum 10 times at each test point 
Discharge Mode: Single Discharge 
Discharge Period: 1 second minimum 

Performance Criteria: B 

6.1.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 23.2 °C Humidity: 55.5 % 
Pre test mode: TM1, TM2 
Final test mode: TM1, TM2 

6.1.2 Test Setup Diagram: 
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6.1.3 Test Data: 
Discharge type Volt (kV) Polarity Test Point Result/ Observations 

Air discharge 8 + 10 B 
Air discharge 8 - 10 B 

Contact discharge 4 + 10 B 
Contact discharge 4 - 10 B 

Horizontal Coupling 4 + 10 B 
Horizontal Coupling 4 - 10 B 

Vertical Coupling 4 + 10 B 
Vertical Coupling 4 - 10 B 

  

mailto:webmaster@lcs-cert.com


 

  
Page 25 of 44 Report No.: LCSA10084036E 

 

Shenzhen LCS Compliance Testing Laboratory Ltd. 
Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street, Bao’an 
District, Shenzhen, Guangdong, China 
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com 
Scan code to check authenticity 

 

6.2 Fast transients for AC power ports 
Test Requirement: Clause 7.2 
Test Method: EN 61000-4-4:2012 
Procedure: Repetition Frequency: 5kHz  

Burst Period: 300ms  
Test Duration: 2 minute per level & polarity  
Test Level: 1.0kV  
Polarity: Positive & Negative  

Performance Criteria: B 

6.2.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 23.2 °C Humidity: 55.5 % 
Pre test mode: TM1 
Final test mode: TM1 

6.2.2 Test Setup Diagram: 
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6.2.3 Test Data: 
Port Volt (kV) Polarity CDN/ Clamp Result/ Observations 

AC power port 1 + CDN B 
AC power port 1 - CDN B 
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6.3 Surges for AC power ports 
Test Requirement: Clause 7.2 
Test Method: EN 61000-4-5:2014+A1:2017 
Procedure: Interval: 60s between each surge 

Test Level: ±1kV Live to Neutral 
Polarity: Positive & Negative 
Generator source impedance: 2Ω 
Trigger Mode: Internal 
No. of surges: 5 positive at 90°, 5 negative at 270°. 

Performance Criteria: B 

6.3.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 23.2 °C Humidity: 55.5 % 
Pre test mode: TM1 
Final test mode: TM1 

6.3.2 Test Setup Diagram: 
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6.3.3 Test Data: 
Port Volt (kV) Polarity Phase(degree) Result/ Observations 
L-N 1 + 90° B 
L-N 1 - 270° B 
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6.4 Injected currents for AC power ports 
Test Requirement: Clause 7.2 
Test Method: EN 61000-4-6:2014 
Procedure: 0,15 MHz to 230 MHz 

RF current common mode 1 kHz, 80 % AM 
3 V (RMS) (unmodulated) 
150 Ω source impedance 

Performance Criteria: A 

6.4.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 23.2 °C Humidity: 55.5 % 
Pre test mode: TM1 
Final test mode: TM1 

6.4.2 Test Setup Diagram: 
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6.4.3 Test Data: 
Port Strength (Vrms) CDN/Clamp Dwell Time Result /Observation 

AC port 3 CDN 2s A 
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6.5 Voltage dips 
Test Requirement: Clause 7.2 
Test Method: EN IEC 61000-4-11:2020 
Procedure: 0% of UT for 0.5 Cycle 

40% of UT for 10 Cycle 
70% of UT for 25 Cycle 
No. of Dips / Interruptions: 3 per Level  
Time between dropout 10s 

Performance Criteria: C 

6.5.1 E.U.T. Operation: 
Operating Environment: 
Temperature: 23.2 °C Humidity: 55.5 % 
Pre test mode: TM1 
Final test mode: TM1 

6.5.2 Test Setup Diagram: 
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6.5.3 Test Data: 

Level %UT Phase (degree) Duration No. of Dips/ 
Interruptions 

Result/ 
Observations 

0 0° 0.5 Cycles 3 C 
0 180° 0.5 Cycles 3 C 

40 0° 10 Cycles 3 C 
40 180° 10 Cycles 3 C 
70 0° 25 Cycles 3 C 
70 180° 25 Cycles 3 C 
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7. TEST SETUP PHOTOS 
Disturbance voltage from AC mains port 

 

 
Radiated disturbance (30MHz-1GHz) 
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Voltage fluctuations and flicker 
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Electrostatic discharge 
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Fast transients for AC power ports 
Surges for AC power ports 

 

 
 

Injected currents for AC power ports 
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Voltage dips 
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8. EUT CONSTRUCTIONAL DETAILS (EUT PHOTOS) 

 
Fig. 1  

 

 

Fig. 2  
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Fig. 3  

 

 

Fig. 4  
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